
 Gary’s
V0 Router
(also backup
V0 router)

EBnet
Router

Landover
Router
(r-lo06)

Mini-DAAC
(production/ingest
 side)

VATC
(production/ingest
 side)

Power
HUB

Power
HUB

EDF/GSFC Network
(or EDF V0 network
as Gary calls it)
(192.150.28.x)

FNS Link

FDDI
192.107.196.54

192.107.196.53

192.107.196.50

192.107.196.49

GSFC
FDDI
IsoLAN

EBnet Connectivity at Hughes/Landover

192.150.28.99

.  .  .  .  

Ethernet Switch
with FDDI uplink

155.157.x.x
(to HAC network)

FDDI

198.118.232.0198.118.220.0

R R

Mini-DAAC
SMC
198.118.221.128

VATC SMC
198.118.233.128

Ethern
et

192.107.196.18

This address is
currently being used
on the FNS side of the
Landover Router (r-lo06)

5/27/97

To EBnet “cloud” via
the GSFC primary V0
router and the GSFC
Ionet rotuer

ECS
Rel B
Router

NSI
Router

To Internet
via NSI

To ECS User
and Rel. B SMC
Networks at GSFC

To VATC
user Network
(198.118.233.64)

To Mini-DAAC
User Network
(198.118.221.64)


